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Electrical : 200, 1.5 650 ) >< [.035]
Impedance : 50 ohm 1 = Q
Frequency Range : 0~6 GHz ‘ 5 5 5 5 5 5 5 ]
Finish [Unit of Plating Thickness Is in Micro Inch(p)] Recommended Crimping .
1. NickelPlating Thk. : 50 p"min. (Under Plating) . ) Recommended Crimping
2. Gold Plating Thk. : 30 p"min. (Over Finish 1) Recommended Cable Dimensions for Inner Contact Dimensions for Ferrule
3. Gold Plating Thk. : 1~2 p"max. (Over Finish 1) Stripping Dimensions
REVISION HISTORY
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em escription ateria Inis
1.0 Origin - 20/Jan/2025| M. Smith
1 |Shell Brass Finish 1/3 Third Angle Projection : XX - +-0.20 P §
~Tood . — .DO NOT SFALE II\3/|e5|%_nedS by_th $x - 1oqo |Design Right ©2025 Bate 2025 A3
y rass Finish 1/3 Unit of Measure: millimetres (mm) artin smi xxxx- +-0.05 | Protected Jan
3 InSUlator PTFE None - This document and all the data Description:
— Cambridge | grinedbesnsadsiolienain | poversed Polarity SMA Straight Crimp Plug RG174
4 |Inner Contact [BeCu Finish 1/2 Electronic  |c&o o™ * bart No: Issue | Sheet
-y Industries Ltd |pemsson o cambricge tecronic | ZCP-06-CST-GGAD
5 |Ferrule Brass Finish 1/3 Prdustris L, - 0e Hedtrone 1.0 171
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