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Electrical : 0.90 [.133]
Frequency Range : 0~6 GHz > />< [.035]
Finish [Unit of Plating Thickness Is in Micro Inch(p)] :[W} <>
1. NickelPlating Thk. : 50 p"min. (Under Plating)
2. Gold Plating Thk. : 30 p"min. (Over Finish 1) R ded Crimpi L
3. GoldPlating Thk. : 1~2 p"max. (Over Finish 1) Rec.:orr?men.ded Céble <-ecomrr-1en ed -rimping Recommended Crimping
Stripping Dimensions Dimensions for Inner Contact Dimensions for Ferrule
Item | Description | Material Finish EVISION HISTORY
1 [Shell Brass Finish 1/3
> TBod 5 Finish 173 REV DESCRIPTION CHG REF DATE DESIGNER
oay rass nis . . .
1.0 Origin - 21/)Jan/2025| M. Smith
3 |nSU|at0r PTEE None DO NOT SCALE Third Angle Projection DeSI ned by §§X - 1'8%8 DeSign Right 2025 Date
4 |nnel‘ Contact Bl’aSS F|n|Sh 1/2 Unit of Measure: millimetres (mm) @ Mar%In Smlth X:XXX- +-0:05 Protected © 21 jan 2025 A3
5 Ferru|e Brass FIhISh 1/3 - This document and all the data Description:
—Tox T -~ CEallmlt)rldge ghd%tpd%(fcd%bjdght%amd SMA Straight Crimp Plug for RG174
-Ring i-Rubber  |Re Inductiios Ltd | i, Pt Issue | Sheet
7 |Retaining Ring SUS304 None ndustries permisen o Camorige tecvonic | ZCP-06-CST-GGAD 1.0 1/1
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