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Specifications:
Current Rating: 4A (2~5P): 2A (8P); 1.5A(12P) AC/DC
Voltage Rating: 250V (3~4P): 60V (5P); 30V (8~12P) AC/DC
== Contact Resistance: 5m ohm Max.
~— Insulation Resistance: 1T00M ohm Min.
¢ Withstanding Voltage: 500V AC/Minute
Operating Temperature Range: -40°C ~ +100°C
Waterproof Rate: IP67
WITH LIQUID GLUE Seal for Cable OD: 4~6.5mm
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i M A Coding
Plug
(42) No. of Contacts
M12
2Pin 3Pin 4Pin
22AWG~24AWG
SPin 8Pin
22AWG~24AWG 22AWG~24AWG 24AWG~26AWG
ITEM| Description Material Remark Q'TY
1 |Sealing Nut |PPE Black 1
2 |Seal EPDM Black 1
3 |[Clamp Ring |PPE Black 1
4 |Gasket Silicone Black 1 REVISION HISTORY
= s Nut | Nolon<GF S W REV DESCRIPTION CHG REF DATE DESIGNER
crew T R x | o 1.0 Origin - 22 082023 | Owen Page
6 |Screw Nut |Brass Nickel Plateing 100u” 1 DO NOT SCALE Third fAngle Prajection | hesigned by XX -+030 pesign Right ©2023 |Date A4
» 2012 Unit of Measure: millimetres (mm) @ Owen Page ' ' Protected 22 08 2023
7 |Contact Brass Gold Plated 3u - - Thisdocgnlj]entand alldthid”ata Description;
contained herein is and shall remain
8 |Insulator Nylon+GF Black 1 Camb"'ds}e the property of Cambridge Electronic M12 A Code Plug Assembly Solder Type
Liquid Gl Black Electronic orcpes oot " PFE No: Issue | Sheet
9 qui ue N/A ac A/R Industries Ltd %Q%E%EEEE&%Lridgewlglle(?trr]onic CC12-XXP-A-AS 1.0 1 / 1
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