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General Description

The XBT-1064-NGBA is a 6 GHz cable mounted bulkhead socket
developed to comply with the requirements of SMPTE ST 2081 and
CoaXPress CXP6 standards.

Designed for use with cables from the BA cable group, the connector is
compatible with Belden 1855A, Belden 4855R and Mini RG9, as well as
other cables of a similar size.

For optimum electrical performance, the contact is ideally soldered to the
cable, although a crimped connection can also be used. The rear ferrule is
crimped securely onto the cable, providing a robust and reliable mechan-
ical connection.

Electrical

Impedance 75Q
0-6GHz
500Vrms

Frequency Range

Working Voltage

Reflection Factor (VSWR)

1.09 (max) 0-3GHz
1.24 (max) 3-6GHz

Dielectric Withstanding Voltage

1500Vrms

Insulation Resistance

>5000MQ

Centre Contact | <£1.5mQ
<2.5mQ

Contact Resistance

Outer Contact

Materials Environmental

BNC Female
Temp Range -65 to +85°C
Mating Cycles 250

PhosBronze / Au
Brass/Ni
Insulators PTFE

Centre Pin Connector Type

Metal Parts

Tel: +44 (0)1223 860041
Tel: +44 (0)1223 863377



http://www.CambridgeElectronics.com
mailto:sales%40cambridgeelectronics.com?subject=Further%20Information%20from%20Datasheet

75Q BNC Socket 6GHz Cable Bulkhead for

Cable Group BA; Hex Nut & Washer
Part Number XBT-1064-NGBA
Issue 1.0

Return Loss Graph

Recommended Tools Sizes and Strip Lengths
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