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Simulation results: .
i Connector only d=6
: : — 51,1
5 i — 521
B S e e B e e
Electrical: § §
Impedance 75Q -29.856 i :
i : : = [d=2.3471 |
-32.203 : :
Frequency range DC ~ 12.0 GHz /
40 _Mffi__.._...E__..__.._.._....__.._.._.._..é_.._.._.._.._.
Working voltage 170 Vrms = =
Dielectric withstanding voltage >500 Vrms 50
Reflection factor (VSWR) 1.07 MAX DC ~ 12.0 GHz : :
-60 : . - +
Contact resistance Centre contact <5.0 mQ 0 2 4 (6] 8 10 [12] 14

Insulation resistance

Materials:
Centre contact
Metal parts

Insulators

Environmental:
Temp ranges
Mating cycles
Vibration

Salt spray

Processing:
Hand solder

Wave solder

Frequency [ GHz
Outer contact <2.5 mQ

>1000 MQ

Beryllium Copper / Au plated Recommended PCB footprint

)«4.50

Brass / Au plated

Polytetrafluoroethylene

=

o o

Q Q
-65 ~ +85°C o 1n
500 L
N/A
N/A

2.22 1.85 MAX
Design Right|Material: Finish: Gen 19! DO NOT SCALE
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